
Front Bezel 
10mm ultra thick Aluminum-alloy metal sheet,
LCD : 
10.4-inch color TFT LCD, 640 x 480 resolution, 180 
cd/m2 brightness, 262,144 high colors

Front Bezel 
Solid 10mm thick aluminum front bezel, 100% 
water-proof front.

Rear Housing 
Rugged 1.2mm thick steel casing

Wall-mounting : 
Meets VESA-75 wall mount standard 
Wall-mount kit is available for extra cost.

Water-Proof Front Panel 
100% water-proof front. Meet IP-65, 56, NAMA-4, 
12 water resistant standard.

Touch Screen : 
4-Wire analog resistive touch screen

CPU : low power 800Mhz or 1GHz
Low power 1GHz CPU, performance equivalent to 
1.7GHz Celeron

DDR RAM : 1GB DDR RAM
Support up to 1GB high speed DDR RAM.

Serial port : 4 x COM ports 
3 x RS232 and 1 x RS232/422/485
COM1, 2 are exposed. COM3, 4 on board 

USB 2.0 : 4 x USB 2.0 
4 high speed USB 2.0. 
Speed of USB 2.0 : 480 Mb per second
System Chipset
The high level VIA CLE 266 chipset 

VT8623 and VT 8235 chipsets

AGP 8 X speed : 
Support AGP 8 X , it is 64 times faster than PCI 
bus speed.

10” LCD Panel PC
Model DM-N10

DIAMOND ALL-IN-ONES

CVD, Inc.
2130 South Yale Street
Santa Ana Ca, 92074

Tel: (949) 759-1101
Fax: (949) 759-1159

www.cvdinc.com
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