
PPC-1215T

CPU : 
You can choose either Intel 2.5 GHz Celeron or 
P-4 level low power Mobile fanless-ready 1.2GHz 
CPU.
Please specify which CPU you prefer when order.

Chipset : 
The best Intel 855 chipset and integrated Intel 
852GM for high speed 3D graphic processing 
engine.

LCD Panel 
17" color TFT , 1280 x 1024 high resolution
High brightness 250 cd/m2, 16,770,000 true 
colors

Housing
Made by 1.6mm ultra thick rugged steel metal 
sheet. 
Vibration and Shock resistant 
This machine is very welll designed to withstand 
high vibration and shock resistance

Panel-mount and Wall-mount : 
Meet VESA-75, 100 wall mount standard, 
Easy Panel mount, four extra hook holes for quick 
hanging on wall. Desktop easel is optional

Touch Screen : 
6-Wire long life analog Resistive touch screen 
Vandal-proof Touch is also available for request

Intel P-4 low power CPU,
Speed equal to Celeron 2.0 GHz. IP-56, NEMA-12 
front
Meet VESA-75, 100
wall-mount standard
Quick-mount design
6 x USB 2.0, 6 x COM, LAN
VGA, loud speakers, 
CF slot, mini PCI slot
Ultra slim design

17" Intel 2.5GHz Celeron or 1.2GHz P-4 Low 
Power Mobile CPU, Touch / VGA / LAN / 
6 x USB2.0 / 6 x COM / CF slot / Mini PCI slot / 
CD-R / Loud speakers / KB / Mouse / LPT

 
Features :

Very high stability and reliability ¡V Intel chipset 
and CPU
Very long MTBF : 10 - 20 years of operating life
High speed performance
Capable to withstand high-temperature environ-
ment
Capable to withstand severe and harsh 
environmentZero-Defect Panel PC for all
kinds of applications - 100% water-proof IP-65, 
66, 67, 68, NEMA-4, 12
The touch screen is a 6-wire Resistive Touch 
screen

17”Panel PC
Model DM-N17

DIAMOND ALL-IN-ONES

CVD, Inc.
2130 South Yale Street
Santa Ana Ca, 92074

Tel: (949) 759-1101
Fax: (949) 759-1159

www.cvdinc.com
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